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GENERAL CONSTRUCTION NOTES

ABBREVIATIONS

DRAWING INDEX

ADDRESSES
PROJECT SITE:
NE PORT AVE, LINCOLN CITY, OR 97367
OWNER: LINCOLN CITY
801 SW HIGHWAY 101, SUITE 401
LINCOLN CITY, OR 97367
ENGINEER: RH2 ENGINEERING, INC.
2 CENTERPOINTE DRIVE, SUITE 325, LAKE OSWEGO, OR 97035

SITE AND BUILDING INFORMATION

IBC OCCUPANCY GROUP .crvrrrecereeeerrreresesreereessesessneeseneees uTILITY
IBC CONSTRUCTION' TYPE .ccovvermrccrnnreseinmesnnnessesssnecnnnens V-B
BUILDING AREA ...ccovrrreceeeerenssssesssecrenssesssssessnnsssesssessenees 996 SF
CRITERIA

1) CONSTRUCTION OF SITE, ROAD, AND UTILITY IMPROVEMENTS SHALL BE IN ACCORDANCE WITH THE STANDARD
SPECIFICATIONS FOR ROAD, BRIDGE AND MUNICIPAL CONSTRUCTION, LATEST EDITION, AS ISSUED BY THE OREGON
STATE DEPT. OF TRANSPORTATION AND THE AMERICAN PUBLIC WORKS ASSOC. AND CURRENT AWWA
SPECIFICATIONS.

2) ALL BUILDING MATERIALS, WORKMANSHIP, DESIGN, AND CONSTRUCTION SHALL CONFORM TO THE DRAWINGS,
SPECIFICATIONS, AND THE INTERNATIONAL BUILDING CODE (2021).

3) ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH THESE PLANS AND SPECIFICATIONS, AND THE PERMITTING
CONDITIONS OF APPROVAL.

4) THE CONTRACTOR SHALL BE RESPONSIBLE FOR COMPLYING WITH THE PROVISIONS OF THE BUILDING PERMIT AS
ISSUED BY CITY OF LINCOLN CITY.

GEOTECHNICAL NOTES
SEE STRUCTURAL DRAWING SHEET NO. SO05.

GENERAL CONSTRUCTION

1) A COPY OF THE APPROVED PLANS AND SPECIFICATIONS MUST BE ON-SITE WHENEVER CONSTRUCTION IS IN
PROGRESS. CONTRACTOR IS RESPONSIBLE FOR OBTAINING ANY OTHER REQUIRED OR RELATED PERMITS PRIOR TO
BEGINNING CONSTRUCTION.

2) IN THE EVENT THAT STANDARD CONSTRUCTION NOTES ARE FOUND TO BE IN CONFLICT WITH PROJECT
SPECIFIC NOTES, THE CONTRACTOR SHALL NOTIFY THE ENGINEER IMMEDIATELY. WHERE CONFLICTS ARISE, THE
CONTRACTOR SHALL ASSUME THAT THE MORE RESTRICTIVE CONDITION SHALL APPLY.

GENERAL NOTES

1) THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING ADEQUATE SAFEGUARDS, SAFETY DEVICES,
PROTECTIVE EQUIPMENT, FLAGGERS, AND ANY OTHER NEEDED ACTIONS TO PROTECT THE LIFE, HEALTH, AND
SAFETY OF THE PUBLIC, AND TO PROTECT PROPERTY IN CONNECTION WITH THE PERFORMANCE OF WORK
COVERED BY THE CONTRACTOR.

2) ALL UTILITIES: SEE SURVEY NOTES ON DWG NO. CO1 FOR INFORMATION ON EXISTING UTILITY LOCATIONS. IT
IS UNDERSTOOD THAT OTHER ABOVE GROUND AND UNDERGROUND FACILITIES NOT SHOWN ON THE DRAWINGS MAY
BE ENCOUNTERED DURING THE COURSE OF THE WORK. IT IS THE SOLE RESPONSIBILITY OF THE CONTRACTOR TO
INDEPENDENTLY VERIFY THE ACCURACY OF ALL UTILITY LOCATIONS AND THE SIZE OF ALL UTILITIES SHOWN TO
AVOID DAMAGE AND/OR DISTURBANCE TO SUCH UTILITIES, AND TO FURTHER DISCOVER AND AVOID ANY OTHER
UTILITIES NOT SHOWN HEREON WHICH MAY BE AFFECTED BY THE IMPLEMENTATION OF THIS PLAN. CONTRACTOR
SHALL PRESERVE, PROTECT AND SUPPORT ALL EXISTING UTILITIES ENCOUNTERED DURING CONSTRUCTION.

3) A PRE—-CONSTRUCTION CONFERENCE SHALL BE HELD PRIOR TO THE START OF CONSTRUCTION. THE
CONTRACTOR SHALL PROVIDE 48 HOUR ADVANCE NOTIFICATION TO THE OWNER, ENGINEER AND ALL AFFECTED
UTILITY COMPANIES PRIOR TO ACTUAL START OF WORK.

4) CONTRACTOR SHALL HAVE A PROFESSIONAL LAND SURVEYOR PROVIDE STAKING OF CONSTRUCTION FOR
OWNER INSPECTION A MINIMUM OF 72 HRS. PRIOR TO CONSTRUCTION. CONTRACTOR TO FURNISH ALL MATERIALS.
CONTRACTOR SHALL REPLACE ALL EXISTING MONUMENTS AND SURVEY MARKERS THAT ARE DISTURBED ON THIS
PROJECT WITH MONUMENTS PER CLARK COUNTY STANDARDS. ALL EXISTING SURVEY MARKERS SHALL BE
LOCATED AND RESET BY A PROFESSIONAL LAND SURVEYOR LICENSED IN THE STATE OF WASHINGTON. ALL
SURVEY NOTES REFERENCING THE EXISTING SURVEY MARKERS SHALL BE SUBMITTED TO THE OWNER PRIOR TO
CONSTRUCTION.

5) PROTECTION OF THE ENVIRONMENT: NO CONSTRUCTION RELATED ACTIVITY SHALL CONTRIBUTE TO THE
DEGRADATION OF THE ENVIRONMENT, ALLOW MATERIAL TO ENTER SURFACE OR GROUND WATERS, OR ALLOW
PARTICULATE EMISSIONS TO THE ATMOSPHERE, WHICH EXCEED STATE OR FEDERAL STANDARDS. ANY ACTIONS
THAT POTENTIALLY ALLOW DISCHARGE TO STATE WATERS MUST HAVE PRIOR APPROVAL.

6) CONTRACTOR INITIATED CHANGES SHALL BE SUBMITTED IN WRITING TO THE OWNER FOR APPROVAL PRIOR TO
IMPLEMENTATION OR CONSTRUCTION. ANY SIGNIFICANT DEVIATIONS FROM THE PLANS WILL REQUIRE A REQUEST

FROM THE APPLICANT'S ENGINEER AND APPROVAL FROM THE CITY'S ENGINEER AND CITY INSPECTOR.

SITE

1) STORAGE OF ALL MATERIALS AND EQUIPMENT IS TO BE CONFINED TO WITHIN THE CONSTRUCTION LIMITS AS
DEFINED ON THE PLANS. IF STORAGE IS NEEDED OUTSIDE THE DEFINED CONSTRUCTION LIMITS THE CONTRACTOR
SHALL OBTAIN WRITTEN PERMISSION FROM THE OWNER AND ADJACENT PROPERTY OWNERS.

2) DO NOT DISTURB OUTSIDE OF CONSTRUCTION LIMITS. MAINTAIN INTEGRITY AND SECURITY OF SITE FENCE TO
DISCOURAGE SITE ACCESS BY UNAUTHORIZED PERSONNEL.

3) CONTRACTOR SHALL RESTORE ALL DISTURBED AREAS TO EXISTING OR BETTER CONDITION UNLESS OTHERWISE
STATED ON THE PLANS.

4) ALL VEHICLES ARE TO BE CLEANED OF ALL EXCESS CONCRETE AND DIRT PRIOR TO LEAVING THE SITE.
PROTECT ALL ROADS FROM DAMAGE OR SEDIMENT TRANSPORT DURING CONSTRUCTION. ANY DAMAGE OR
CLEANUP SHALL BE SOLELY AT THE CONTRACTOR'S EXPENSE AND BE COMPLETED TO THE SATISFACTION OF THE
OWNER.

SITE (CONTINUED)

5) THE CONTRACTOR SHALL CLEANUP ALL AREAS AFFECTED BY THEIR ACTIVITIES TO THE SATISFACTION OF THE
OWNER BY THE END OF EACH WORKING DAY OR MORE FREQUENTLY IF REQUIRED BY THE OWNER. THIS INCLUDES
REMOVAL OF ALL DUST, MUD, ROCKS, ASPHALT DEBRIS, AND REFUSE FROM STREETS, SIDEWALKS, DRIVEWAYS,
AND ANY OTHER AREAS AFFECTED BY THE CONSTRUCTION ACTIVITIES. FAILURE TO CLEANUP TO THE
SATISFACTION OF THE OWNER WILL NECESSITATE A SHUTDOWN OF THE PROJECT UNTIL CLEANUP IS PROPERLY
PERFORMED. DAILY CLEANUP IS AN INTEGRAL PART OF EROSION AND POLLUTION CONTROL.

6) CONTRACTOR IS RESPONSIBLE FOR MEETING ALL REQUIREMENTS FOR OFF SITE DISPOSAL INCLUDING ONLY
DISPOSING OF WASTE MATERIAL AT APPROVED SITES.

7) AT THE END OF EACH WORKING WEEK, THE OWNER WILL, AT THEIR DISCRETION, INSPECT ALL TEMPORARY
RESTORATION. IF THE TEMPORARY RESTORATION DOES NOT PROVIDE AN ADEQUATE DRIVING SURFACE, AS
DETERMINED BY THE OWNER, THEN THE CONTRACTOR SHALL IMMEDIATELY PROCEED WITH THE PERMANENT
RESTORATION AS DESCRIBED IN THE SPECIFICATIONS.

EXISTING UTILITIES

1) UTILITY LOCATIONS SHOWN HEREON ARE BASED UPON AS—BUILT FIELD LOCATION OF EXISTING STRUCTURES,
FIELD LOCATION OF UTILITIES BASED ON LOCATOR PAINT MARKINGS AND LOCATIONS BASED ON UTILITY LOCATION
MAPS FROM THE UTILITY PURVEYORS. OTHER UTILITIES OR DEVIATIONS FROM THESE PLANS MAY EXIST. NO
SUB—-SURFACE EXPLORATION WAS MADE TO VERIFY UTILITY ROUTINGS AND THE ROUTING OF ALL BURIED UTILITIES
SHOULD BE CONFIRMED WITH THE UTILITY PURVEYOR AND EXPOSED IN AREAS CRITICAL TO CONSTRUCTION FOR
VERIFICATION. THE CONTRACTOR SHALL VERIFY THE EXACT LOCATION, ELEVATION AND SIZE OF EXISTING
UTILITIES PRIOR TO CONSTRUCTION OF ANY BURIED PROPOSED UTILITIES. CALL 1-800-424-5555 48 HOURS
BEFORE CONSTRUCTION FOR UTILITY LOCATIONS. THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE ENGINEER
AND THE UTILITY COMPANY WHEN A CONFLICT OCCURS OR WHEN A CONFLICT IS ANTICIPATED.

2) OTHER ABOVE GROUND AND UNDERGROUND FACILITES NOT SHOWN ON THE DRAWINGS MAY BE ENCOUNTERED
DURING THE COURSE OF THE WORK. IT IS THE SOLE RESPONSIBILITY OF THE CONTRACTOR TO INDEPENDENTLY
VERIFY THE ACCURACY OF ALL UTILITY LOCATIONS AND THE SIZE OF ALL UTILITIES SHOWN TO AVOID DAMAGE
AND/OR DISTURBANCE TO SUCH UTILITIES, AND TO FURTHER DISCOVER AND AVOID ANY OTHER UTILITIES NOT
SHOWN HEREON WHICH MAY BE AFFECTED BY THE IMPLEMENTATION OF THIS PLAN. CONTRACTOR SHALL
PRESERVE, PROTECT AND SUPPORT ALL EXISTING UTILITIES ENCOUNTERED DURING CONSTRUCTION.

3) WATER: THE VERTICAL AND HORIZONTAL LOCATIONS OF THE EXISTING WATER MAIN SHOWN ON THE PLANS
ARE APPROXIMATE. DEVIATIONS FROM THESE PLANS MAY EXIST.

4) IN LOCATIONS WHERE THE EXISTING WATER MAIN IS EXPOSED IN ORDER TO CONSTRUCT THE NEW WATER MAIN,
THE AMOUNT OF OPEN TRENCH SHALL BE MINIMIZED TO AVOID EXPOSING MORE THAN ONE EXISTING WATER MAIN
PIPE JOINT WHERE THE EXISTING PIPE IS TO REMAIN. THE CONTRACTOR SHALL CONDUCT THE WORK IN A
MANNER THAT PREVENTS DAMAGE TO THE EXISTING WATER MAIN DURING THE CONSTRUCTION OF THE NEW WATER
MAIN.

5) PROVIDE STYROFOAM CUSHION BETWEEN PIPING AT PIPE CROSSINGS WHERE PIPES CROSS WITH LESS THAN 12
INCHES OF VERTICAL SEPARATION. A SAND CUSHION MAY BE USED IN AREAS WHERE ADEQUATE COMPACTION
CAN BE ACHIEVED AND AS APPROVED BY THE ENGINEER.

6) THE CONTRACTOR SHALL MAINTAIN WATER SERVICE TO ALL EXISTING CUSTOMERS AT ALL TIMES, EXCEPT WHEN
CONNECTION TO THE EXISTING SYSTEM IS MADE.

7) OVERHEAD UTILITIES: NOT ALL OVERHEAD UTILITIES MAY BE SHOWN ON THE PLANS. IT IS THE CONTRACTOR’S
RESPONSIBILITY TO VISIT THE SITE TO INDEPENDENTLY VERIFY ALL OVERHEAD UTILITIES. THE CONTRACTOR SHALL
ACCOUNT FOR ACCOMMODATING ALL OVERHEAD UTILITIES IN THEIR BID AND NO ADDITIONAL COMPENSATION WILL
BE PROVIDED FOR FACILITATING OVERHEAD UTILITIES.

8) EXISTING WATER AND POWER FACILITIES MAY NOT BE SHUT DOWN FOR ANY PERIOD WITHOUT PRIOR APPROVAL
FROM OWNER. A MINIMUM OF ONE WEEK NOTICE TO THE OWNER IS REQUIRED FOR ANY SHUT DOWN. THE

CONTRACTOR SHALL NOT OPERATE EXISTING WATER, SEWER, OR POWER SYSTEM EQUIPMENT (VALVES, SWITCHES,
ETC.). NO SHUTDOWNS SHALL BE ALLOWED ON MONDAYS, FRIDAYS OR THE DAYS BEFORE OR AFTER A HOLIDAY.

9) THE CONTRACTOR SHALL NOTIFY FRANCHISE OFFICIAL, A MINIMUM OF 72 HOURS IN ADVANCE OF ANY
PLANNED DISRUPTION TO UTILITIES INCLUDING, BUT NOT LIMITED TO WATER, SEWER, NATURAL GAS, IRRIGATION,
TELEPHONE, POWER, CABLE AND FIBER OPTICS.

10) ALL UTILITY CONSTRUCTION SHALL COMPLY WITH THE OREGON DEPT. OF TRANSPORTATION AND UTILITY
FRANCHISE STANDARDS.

11) CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTING EXISTING UTILITES AND STRUCTURES AND SHALL
PROVIDE SHORING AND SUPPORT AS NECESSARY.

TRAFFIC CONTROL

1) CONTRACTOR IS RESPONSIBLE FOR SUBMITTING AND OBTAINING ANY REQUIRED PERMITS, SUCH AS STREET USE
AND/OR TRANSPORTATION, PRIOR TO BEGINNING CONSTRUCTION. CONTRACTOR SHALL COORDINATE WITH THE
CITY OF LINCOLN CITY PRIOR TO AND DURING CONSTRUCTION TO ENSURE TRAFFIC CONTROL AND DETOURS
EMPLOYED MEET THE CITY OF LINCOLN CITY REQUIREMENTS AND APPROVAL.

2) ALL TRAFFIC CONTROL DEVICES SHALL MEET MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES STANDARDS.
3) ALL BARRICADES SHALL HAVE AMBER FLASHING LIGHTS THAT WILL BE TURNED ON AT NIGHT.

4) THE CONTRACTOR SHALL PROVIDE FOR EMERGENCY VEHICLE ACCESS TO ALL PROPERTIES ADJACENT TO THE
PROJECT. THE OWNER SHALL BE NOTIFIED AT LEAST 48 HOURS IN ADVANCE OF ANY ACTIONS BY THE
CONTRACTOR THAT MAY AFFECT THE FUNCTIONS OR DRIVEWAY ACCESS OF THE OWNER.

APPROX APPROXIMATE NOM NOMINAL
CB CATCH BASIN OFF OFFSET
CMU CONCRETE MASONRY UNIT PD PUMP DISCHARGE

CONC CONCRETE PROP PROPOSED
CPP CORRUGATED POLYETHYLENE PIPE PS PUMP SUCTION

CSBC CRUSHED SURFACING (ROCK) BASE COURSE PVC POLYVINYL CHLORIDE

CSTC CRUSHED SURFACING (ROCK) TOP COURSE R RIGHT

DI DUCTILE IRON RT RIGHT

DIA DIAMETER RJ RESTRAINED JOINT

DISC DISCHARGE RR RAILROAD

DWG DRAWING RW RAW WATER

E EASTING ROW RIGHT—OF—WAY

EL ELEVATION SCH SCHEDULE

ELEV ELEVATION SPEC SPECIFICATIONS

ERDIP EARTHQUAKE RESISTANT DUCTILE IRON PIPE S5 SANITARY SEWER

EX EXISTING SSWR SANITARY SEWER

FT FEET SSMH SANITARY SEWER MANHOLE
oV GATE VALVE ST STORM

HDPE HIGH DENSITY POLYETHYLENE STRM STORM

HP HORSE POWER STA STATION LINE

HP HEAT PUMP STD STANDARD

IE INVERT ELEVATION SUCT SUCTION

P INLET PROTECTION TESC TEMPORARY EROSION AND SEDIMENT
IPS IRON PIPE SIZE CONTROLS

L LEFT TYP TYPICAL

LT LEFT UNK UNKNOWN

LF LINEAL FEET UNO UNLESS NOTED OTHERWISE
LTF LENGTH TO FIT VFD VARIABLE FREQUENCY DRIVE
N NORTHING W WATER

NIC NOT IN CONTRACT w/ WITH

NO NUMBER

EXPIRES: 12/31/2027
SIGNED: 03/03/2026

SECTION AND DETAIL REFERENCES

THE FOLLOWING CONVENTIONS HAVE BEEN USED WITHIN THESE DRAWINGS TO REFER THE READER BETWEEN THE
SECTION/DETAIL AND THE PLAN FROM WHICH IT IS REFERENCED.

REFERENCE BUBBLES

m PLAN REFERENCE BUBBLE — REFERS m DETAIL/SECTION REFERENCE
7 READER BACK TO THE PLAN FROM WHICH 7 BUBBLE — REFERS READER TO
W THE DETAIL OR SECTION ORIGINATED. W THE DRAWING ON WHICH THE
DETAIL OR SECTION IS LOCATED.
WHERE, ID = SECTION/DETAIL REFERENCE NUMBER
#XX = DRAWING NUMBER ON WHICH DETAIL ORIGINATED OR RESIDES.

STANDARD DETAILS: REFERENCED CITY STANDARD DETAILS ARE LOCATED ON DWG NO. C30,

UNLESS NOTED OTHERWISE.

CONTACT PERSONNEL

AGENCY TELEPHONE

LINCOLN CITY PUBLIC WORKS (541) 996-2154
RH2 ENGINEERING (503) 246-0881
NORTHWEST NATURAL GAS (800) 442-4012
PACIFIC POWER (888) 225-2611
CENTURY LINK (833) 432-1638
SPECTRUM (855) 839-4246
ASTOUND BROADBAND (800) 427-8686

REPORT SPILLS

ATTENTION: OREGON LAW REQUIRES THAT SPILLS BE REPORTED TO THE FOLLOWING ENTITIES:

OREGON EMERGENCY RESPONSE SYSTEM:
THE NATIONAL RESPONSE CENTER:

1-800-452-0311
1-800-424-8802

CALL 48 HOURS BEFORE YOU DIG
ONE CALL 811

ATTENTION: OREGON LAW REQUIRES YOU TO FOLLOW RULES ADOPTED BY THE OREGON UTILITY
NOTIFICATION CENTER. THOSE RULES ARE SET FORTH IN OAR 952-001-0010 THROUGH OAR 952-001-0090.
YOU MAY OBTAIN COPIES OF THE RULES BY CALLING THE CENTER AT 503-232-1978
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EXISTING LEGEND

PROPOSED LEGEND

l‘?@\/@@@EX@*Te@O

OHP.

SS

ST

FOUND IRON ROD
SURVEY CONTROL POINT
BOLLARD

SIGN

TREE (CONIFER)

TREE (DECIDUOUS)

WATER GATE VALVE

WATER METER

STORM DRAIN MANHOLE
CATCH BASIN (ROUND)
CATCH BASIN (RECTANGULAR)
CULVERT DAYLIGHT
SANITARY SEWER MANHOLE
POWER POLE

GUY ANCHOR

UNDERGROUND TELEPHONE
UNDERGROUND FIBER OPTICS
UNDERGROUND POWER
OVERHEAD POWER

SANITARY SEWER

STORM DRAIN LINE

WATER LINE

STRIPING

MAJOR CONTOUR

MINOR CONTOUR

RIGHT OF WAY LINE
PROPERTY LINE

ASPHALT

CONCRETE

jl B—Y BENDS

- TEE

»C GATE VALVES

H M REDUCER

N VERITCAL BENDS
;H: LONG BODY SLEEVE

STORM CLEANOUT

STORM CURB INLET CATCH BASIN

e GRINDER PUMP

SEWER SERVICE VAULT
(I HANDHOLE

. BOLLARD

b ADA PARKING SIGN

FO FIBER OPTIC LINE

P POWER LINE

SANITARY SEWER LINE

| WATER PIPE
STORM PIPE
CuT TOP OF CUT SLOPE

TOE OF FILL SLOPE

TOP OF FILL SLOPE

120 PROPOSED MAJOR CONTOUR

PROPOSED MINOR CONTOUR

1 ASPHALT
7 .= ] CONCRETE
|  BUILDING

HYDROSEED/SURFACE RESTORATION

SUBSURFACE UTILITY LEGEND

THE CLASSIFICATIONS FOR SUBSURFACE UTILITIES ARE OUTLINED AND EXPLAINED IN THE FOLLOWING

LIST:

UTILITY QUALITY LEVEL A

W

- INFORMATION OBTAINED BY SURVEYING UTILITY LOCATE

MARKINGS AND PLOTTING VISIBLE ABOVE-GROUND UTILITY

W w

UTILITY QUALITY LEVEL B

eWe oo aWe oo oW —

FEATURES, OR UTILITIES THAT ARE DESIGNED AND WILL BE
CONSTRUCTED PRIOR TO CONSTRUCTION OF THIS PROJECT

- INFORMATION DERIVED FROM EXISTING RECORDS OR ORAL
RECOLLECTIONS

NOTE: THE USE OF THE LINE TYPES PROVIDED ABOVE WAS A PRIMARY METHOD FOR INDICATING THE
ACCURACY OF THE UTILITIES SHOWN WITHIN THESE PLANS. WHEN THE SOURCE OF THE
INFORMATION WAS UNKNOWN OR THE METHOD FOR LOCATING THE UTILITIES WAS
UNAVAILABLE, QUALITY LEVEL B WAS USED AS THE DEFAULT.

WATER MAIN ABANDONMENT NOTES

1.

CITY SHALL BE SOLE DETERMINER OF APPROPRIATE ABANDONMENT PROCEDURES AND METHODS. RESTORE ALL DISTURBED SURFACES TO ORIGINAL
CONDITION AND TO THE SATISFACTION OF THE CITY. RETURN ALL REMOVED FACILITIES (HYDRANTS, FITTINGS, VALVES, ETC.) TO THE CITY AT THE
DISCRETION OF THE CITY. UNUSABLE EQUIPMENT SHALL BE DISPOSED OF BY THE CONTRACTOR. THE FOLLOWING METHODS ARE APPROVED
ABANDONMENT PROCEDURES FOR TERMINATED FACILITIES.

ABANDONED HYDRANTS, SERVICES, BRANCH MAINS, ETC. SHALL BE TERMINATED ALL THE WAY BACK TO THE MAINLINE AND SHALL NOT BE LEFT
STUBBED OUT.

VALVES

1. REMOVE VALVES AND VALVE BOXES. PLUG OR BLIND FLANGE THE WATER MAIN.

2. AN ALTERNATIVE METHOD OF ABANDONMENT IS ACCEPTABLE IF, AT THE DISCRETION OF THE CITY, THE VALVE CANNOT BE REMOVED.
PLUG AND CLOSE THE VALVE, THEN REMOVE THE VALVE BOX.

WATER MAINS

1. CUT AND DRAIN THE ABANDONED WATER MAIN WHERE EXPOSED DURING CONSTRUCTION.

2. REMOVE ANY MAINS IN THE WAY OF NEW CONSTRUCTION. SAW CUT AND REMOVE SHORT SECTIONS OF PIPE. MAINS SHALL NOT BE
FORCIBLY REMOVED WITH HEAVY EQUIPMENT DUE TO POTENTIAL DAMAGE TO SURROUNDING UTILITIES.

3. REMOVE ALL VALVES AND VALVE BOXES.

4. MAINS NOT ENCOUNTERED DURING NEW TRENCHING MAY BE LEFT IN PLACE, BUT VALVES MUST BE ABANDONED AS DESCRIBED UNDER
"VALVES”.

5. PLUG ENDS OF ABANDONED MAINS EXPOSED DURING CONSTRUCTION WITH GROUT PLUG, BLIND FLANGE, OR CAP AS DIRECTED BY THE
CITY DEPENDING ON THE TYPE OF PIPE AND SOIL CONDITIONS.

WATER SERVICES

1. REMOVE ALL VAULTS, SETTERS AND MISCELLANEOUS FITTINGS. BACKFILL WITH CRUSHED ROCK AND COMPACT. NATIVE SOILS MAY BE
USED FOR BACKFILL ONLY IF APPROVED BY THE CITY.

2. REMOVE ENTIRE SERVICE LINE BACK TO WATER MAIN. CLOSE AND PLUG CORP STOP.

3. AT THE DISCRETION OF THE CITY, THE SERVICE LINE MAY REMAIN IN PLACE, BUT MUST BE TERMINATED AT THE MAINLINE AS
DESCRIBED ABOVE.

HYDRANTS
1. REMOVE ENTIRE HYDRANT AND ABANDON MAINLINE VALVE AS DETAILED ABOVE. REMOVE ANY BOLLARDS.

WATER MAIN AND UTILITY CONSTRUCTION NOTES

1.

10.

11.

12.

13.

14.

15.

16.

WATER MAIN TRENCH SECTION AND ALL EXCAVATED AREAS SHALL BE BACKFILLED AND COMPACTED IN ACCORDANCE WITH THE CITY STANDARD
DETAILS AND WITH SECTIONS 7-9.3(10) AND 7-9.3(11) OF THE STANDARD SPECIFICATIONS. COMPACTION TESTING SHALL BE REQUIRED DURING
BACKFILLING OPERATIONS ON ALL 36" AND LARGER PIPE AND AT THE DISCRETION OF THE CITY. IF TRENCH BACKFILL DOES NOT MEET
COMPACTION REQUIREMENTS, CONTRACTOR SHALL EXCAVATE, RE-COMPACT AND RETEST MATERIAL AT CONTRACTOR'S EXPENSE.

THIS PROJECT SHALL BE CONSTRUCTED IN ACCORDANCE WITH CITY OF LINCOLN CITY STANDARD DETAILS FOR WATER UTILITY AND ROADWAY
RESTORATION (CITY STANDARDS).

ALL CONSTRUCTION, MATERIALS AND WORKMANSHIP SHALL CONFORM TO THE LATEST STANDARDS AND PRACTICE OF THE CITY OF LINCOLN CITY
AND THE 2024 EDITION OF THE "STANDARD SPECIFICATIONS FOR ROAD, BRIDGE AND MUNICIPAL CONSTRUCTION" AS PREPARED BY 0DOT AND
APWA.

CITY OF LINCOLN CITY TRANSPORTATION SERVICES STANDARD DETAILS DATED 3/1/24 SHALL BE UTILIZED IN THE CONSTRUCTION OF THE
TRANSPORTATION ELEMENTS OF THESE PLANS.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR SETTING AND MAINTAINING ALL ALIGNMENT STAKES, SLOPE STAKES, AND GRADES NECESSARY FOR
THE CONSTRUCTION OF THE WATER MAINS, SANITARY SEWER LINES, SIDE SEWERS, TRENCHING, UTILITIES, STORM DRAINAGE, ROADBED, SURFACING,
PAVING, SIGNING, ILLUMINATION, SIGNALS, AND STRIPING IF SUCH CONSTRUCTION IS INCLUDED IN HIS PROJECT. EXCEPT FOR THE SURVEY CONTROL
DATA FURNISHED BY THE OWNER, CALCULATIONS, SURVEYING, AND MEASURING REQUIRED FOR SETTING AND MAINTAINING THE NECESSARY LINES

AND GRADES SHALL BE THE CONTRACTOR'S RESPONSIBILITY.

COMPACTION TESTING IS REQUIRED FOR ALL OPEN CUTS AND/OR CROSSINGS WITHIN PAVED OR TRAVELED AREAS OF PUBLIC AND PRIVATE
RIGHT—OF—WAYS.

CONTRACTOR SHALL POTHOLE A SUFFICIENT DISTANCE AHEAD OF PIPE LAYING TO VERIFY DEPTH OF ALL EXISTING WATER MAINS AND CROSSING
UTILITIES PRIOR TO CONSTRUCTION AND CONNECTIONS AND TO ANTICIPATE ANY NECESSARY CHANGES IN FITTINGS OR ALIGNMENT.

MAINLINE ISOLATION VALVES SHALL BE AWWA C905 GATE VALVE (FLXFL) FOR 12" AND SMALLER; AWWA C504 BUTTERFLY VALVES (FLXFL) FOR
VALVES LARGER THAN 12”. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL PIPE SIZE, MATERIAL, AND END TYPE TRANSITIONS (WHETHER
SHOWN ON THE PLANS OR NOT). DO NOT REDUCE MAINLINE SIZE AT VALVE.

CITY APPROVED THRUST RESTRAINTS ARE REQUIRED FOR ALL UNRESTRAINED FITTINGS. THE CONTRACTOR SHALL PROVIDE ALL NECESSARY PIPE
JOINT RESTRAINT SO THAT THE PIPE DOES NOT SEPARATE DUE TO THERMAL EXPANSION, UNRESOLVED THRUST FORCES, OR DESTABILIZATION OF
STEEP SLOPES. INSTALL BLOCKING ONLY IN AREAS WHERE THE BLOCKING WILL HAVE A MINIMUM OF 5 FEET CLEARANCE FROM OTHER UTILITIES
AND WHERE EXCAVATION OF THE OTHER UTILITIES WOULD NOT COMPROMISE THE THRUST RESTRAINT SYSTEM.

ALL PIPE SHALL BE DUCTILE IRON, CLASS 52 OR GREATER.

AT POINTS WHERE EXISTING THRUST BLOCKING EXISTS, MINIMUM CLEARANCE OF UNDISTURBED SOIL BETWEEN THE CONCRETE BLOCKING AND
PROPOSED BURIED UTILITIES OR STRUCTURES SHALL BE S FEET.

CUT-INS AND LIVE TAPS SHALL BE DIRECTLY SUPERVISED BY AN AUTHORIZED REPRESENTATIVE OF THE OWNER. PARTS MUST BE ON-SITE AND
APPROVED BY OWNER AUTHORIZED REPRESENTATIVE PRIOR TO SCHEDULING CUT—INS OR CONNECTIONS.

INSTALL BLOCKING ONLY IN AREAS WHERE THE BLOCKING WILL HAVE A MINIMUM OF 5 FEET CLEARANCE FROM OTHER UTILITIES AND WHERE
EXCAVATION OF THE OTHER UTILITIES WOULD NOT COMPROMISE THE THRUST RESTRAINT SYSTEM.

CONTRACTOR SHALL CONNECT THE PROPOSED WATER MAIN TO THE EXISTING SYSTEM ONLY AFTER PROPOSED MAIN IS PRESSURE TESTED, FLUSHED,
DISINFECTED AND SATISFACTORY BACTERIOLOGICAL SAMPLE RESULTS ARE OBTAINED. ALL TESTING SHALL BE DONE IN THE PRESENCE OF A
REPRESENTATIVE OF THE OWNER.

THE CONTRACTOR SHALL PERFORM PRESSURE TESTING IN ACCORDANCE WITH THE SPECIFICATIONS, UNLESS OTHERWISE APPROVED. MAINLINE SHALL
BE TESTED IN SECTIONS OF NO MORE THAN 1,500 FEET. THE CITY INSPECTOR HAS DISCRETION TO MODIFY THE TESTING REQUIREMENTS AS HE
DEEMS APPROPRIATE.

CONSTRUCTION OF THE PROPOSED WATER IMPROVEMENTS SHALL BE PHASED AND STAGED SUCH THAT THE EXISTING WATER SYSTEM IS NOT
ABANDONED, DAMAGED, OR REMOVED PRIOR TO SCHEDULED PROPOSED SYSTEM TIE-IN. FAILURE TO FOLLOW THESE REQUIREMENTS, MAY

IRREVERSIBLY AND ADVERSELY IMPACT THE CITY'S ABILITY TO SERVE CUSTOMERS.

TESC GENERAL NOTES

1.

10.

EROSION CONTROL MEASURES SHOWN REPRESENT THE MINIMUM REQUIREMENTS. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING
EROSION AND SEDIMENTATION CONTROL MEASURES AND FACILITIES IN ACCORDANCE WITH THE CITY OF LINCOLN CITY STANDARDS, BMPS AND
AS APPROPRIATE FOR SITE AND ENVIRONMENTAL CONDITIONS.

ANY DISCHARGE OF SEDIMENT—LADEN RUN-OFF OR OTHER POLLUTANTS TO WATERS OF THE STATE IS IN VIOLATION OF CHAPTER 90.48, WATER
POLLUTION CONTROL, AND OAR 340-041, WATER QUALITY STANDARDS FOR SURFACE WATERS OF THE STATE OF OREGON, AND IS SUBJECT TO
ENFORCEMENT ACTION.

DURING CONSTRUCTION, ALL RELEASES OF OILS, HYDRAULIC FLUIDS, FUELS, OTHER PETROLEUM PRODUCTS, PAINTS, SOLVENTS, AND OTHER
DELETERIOUS MATERIALS MUST BE CONTAINED AND REMOVED IN A MANNER THAT WILL PREVENT THEIR DISCHARGE TO WATERS AND SOILS.
THE CLEANUP OF SPILLS SHALL TAKE PRECEDENCE OVER OTHER WORK ON THE PROJECT. BARRELS, PETROPHILIC PADS, TARPS, AND OTHER
EQUIPMENT NECESSARY FOR CAPTURING, CONTROLLING, AND DISPOSING OF HAZARDOUS FLUIDS SHALL BE AVAILABLE ON-SITE AT ALL TIMES.

PROPER EROSION AND SEDIMENT CONTROL PRACTICES MUST BE USED ON THE CONSTRUCTION SITE AND ADJACENT AREAS TO PREVENT UPLAND
SEDIMENTS FROM ENTERING THE NATURAL DRAINAGE SYSTEM. ALL SURFACE AREAS DISTURBED AND ANY EMBANKMENTS OR EXCAVATIONS
CREATED BY CONSTRUCTION ACTIVITIES MUST BE REVEGETATED OR PROVIDED AN EQUIVALENT TYPE OF PROTECTION AGAINST EROSION.

LINEAR CONSTRUCTION ACTIVITIES SUCH AS RIGHT-OF-WAY AND EASEMENT CLEARING, ROADWAY DEVELOPMENT, PIPELINES, AND TRENCHING
FOR UTILITIES, SHALL BE CONDUCTED TO MEET THE SOIL STABILIZATION REQUIREMENT.

IF STRAW MULCH FOR TEMPORARY EROSION CONTROL IS USED, IT SHALL BE APPLIED AT A MINIMUM THICKNESS OF FOUR INCHES.

OWNER REPRESENTATIVES MAY DIRECT MAINTENANCE AND REPAIR OF TESC MEASURES AND/OR FACILITIES AS THE HIGHEST PRIORITY WORK AT
ANY TIME THE TESC MEASURES AND/OR FACILITES DO NOT MEET THE CURRENT PORT STANDARDS AND PLAN REQUIREMENTS. ALL TESC
MEASURES AND/OR FACILITIES MAY NOT BE SHOWN ON THE PLANS, BUT SHALL BE PROVIDED BASED ON WEATHER CONDITIONS AND
CONSTRUCTION PRACTICES AT THE DISCRETION OF THE OWNER.

IT IS THE CONTRACTOR'S RESPONSIBILITY TO ENSURE THAT ALL LOADS ARE SECURED.

DUST CONTROL MUST BE PROVIDED BY THE CONTRACTOR. THE CONTRACTOR SHALL USE A VACUUM STREET SWEEPER TO REMOVE DUST AND

DEBRIS FROM PAVEMENT AREAS AS DIRECTED BY THE ENGINEER OR OWNER'S REPRESENTATIVE. FLUSHING OF STREETS SHALL NOT BE
PERMITTED WITHOUT PRIOR PORT APPROVAL. POWER BROOMS SHALL NOT BE USED, NOR PERMITTED ON SITE.

SAWCUTTING AND HYDROEXCAVATION SLURRY AND CUTTINGS SHALL BE VACUUMED DURING CUTTING AND SURFACING OPERATIONS. COLLECTED
SLURRY AND CUTTINGS SHALL BE DISPOSED OF IN A MANNER THAT DOES NOT VIOLATE GROUNDWATER OR SURFACE WATER QUALITY
STANDARDS.

ROAD AND DRIVEWAY RESTORATION NOTES

1.

2.

CONTRACTOR SHALL PROVIDE ASPHALT OVERLAY OR TRENCH PATCH IN LOCATIONS SHOWN IN THESE PLANS.

ALL PAVEMENT SHALL BE STRAIGHT CUT PRIOR TO PAVING. EXISTING PAVEMENT SHALL BE REMOVED AS NECESSARY TO PROVIDE A SMOOTH
TRANSITION FOR BOTH RIDE AND DRAINAGE.

EXPIRES:
SIGNED: 02/26/2026

12/31/2027

CITY OF LINCOLN CITY
SPRING LAKE WATER PUMP STATION

CIVIL NOTES AND LEGENDS
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PLOTDATE: Feb 26, 2026
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1. HORIZONTAL DATUM: NAVD 88 BASED ON GPS MEASUREMENTS
UTILIZING THE (ORGN) REFERENCE NETWORK AND GEOID 2012A MODEL.
CONTROL POINTS: 21, 22, 61, 80 AND 81.

2. VERTICAL DATUM: NAD 83(2011) EPOCH 2010.00 OREGON NORTH
ZONE 3601. BASED ON GPS MEASUREMENTS UTILIZING THE OREGON

REAL TIME NETWORK (ORGN).

DESIGNATION: CONTROL POINT 22
N: 498436.51

E:7294469.46

ELEVATION = 137.26 FEET

3. CONTOUR INTERVAL IS ONE FOOT.

4. ALL DISTANCES SHOWN ARE GROUND DISTANCE UNLESS NOTED
OTHERWISE.

5. THIS TOPOGRAPHIC SURVEY DRAWING REPRESENTS SURFACE FEATURES
LOCATED DURING THE COURSE OF THIS SURVEY AS PERFORMED BY
PAUL ALLEN KOHN ON JUNE 9, 2023. UNDERGROUND UTILITIES
SHOWN HEREON ARE BASED SOLELY UPON INFORMATION PROVIDED BY
OTHERS. WHERE RELEVANT TO CONSTRUCTION, THE CONTRACTOR
SHALL VERIFY THE SIZE AND LOCATION OF THE EXISTING FEATURE
PRIOR TO BEGINNING CONSTRUCTION.

6. CONTROL POINT 22 IS LOCATED AT THE INTERSECTION OF NE 21ST
STREET AND NE OAR AVENUE, APPROXIMATELY 1,900 FT FROM THE
PROJECT SITE.

7. SURVEY CONTROL POINTS FILE WILL BE MADE AVAILABLE TO
CONTRACTOR BY CITY.
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KEY NOTES
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CLEARING/GRUBBING AREA S XXXKAAKX X UTILITY REMOVAL LIMITS
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TAXLOT
07-11-11-22-00100-00

AN

EX. CB
RIM = 105.60'
IE(SE)12” HDP=101.71"

RD1040.

C02 AND CO03.

RD1010 AND RD1015.

TREE PROTECTION AND REMOVAL PLAN.
CLEAR AND GRUB AREA, TYP. APPROX. 0.15 AC.

PROTECT IN PLACE EXISTING POWER POLE.

PROTECT IN PLACE EXISTING CURB.

PROTECT IN PLACE EXISTING SIGN.

ONONONORONONONORORORORONS

INSTALL SILT FENCE, 340 LF APPROX. SEE OREGON STANDARD DRAWING

INSTALL TREE PROTECTION FENCE, 443 LF APPROX. SEE DWG NOS.

INSTALL INLET PROTECTION, TYP. SEE OREGON STANDARD DRAWINGS

REMOVE AND DISPOSE OF EXISTING TREE, TYP. OF 9. SEE DWG NO. C02 FOR

REMOVE AND DISPOSE OF EXISTING CONCRETE SIDEWALK, 810 SF APPROX.

REMOVE AND DISPOSE OF EXISTING ASPHALT PAVEMENT, 485 SF APPROX.

REMOVE AND DISPOSE OF EXISTING CONCRETE CURB, 83 LF APPROX.

REMOVE AND DISPOSE OF EXISTING DITCH INLET. PROTECT IN PLACE EXISTING
12" HDPE PIPING AS REQUIRED FOR NEW STORM SYSTEM CONNECTION.

REMOVE AND DISPOSE OF EXISTING 8" PVC CULVERT, 20 LF APPROX.

OREGON ,
< S
G len n.
7 &

N R BN

EXPIRES: 12/31/2027
SIGNED: 03/03/2026

NOTE: SEE DWG NO. C13 FOR STANDARD EROSION AND SEDIMENT CONTROL DETAILS.

RIGHT OF WAY
LINE, TYP.

<> ) :
1l %! PSS ;
0 K o ;
by o % A
| K8 e PG
AN »‘3" ‘:‘:‘@“ / - s 3
. ?‘0‘ ”‘A\,\k\‘ = :
COCSEIEI AT T - — ' S
"“‘ =
| L —® 7 / @
&— (;) OHP OHP C'ﬁ OHP OHP OHP OHP OHP 7 OHP OHP —OHP OHP .
\ / g 23' APPROX. \‘W/ \
- ‘2% B / y T 7 v / / i ﬂ
e e — | | |
wiw NEPORTAVE : e e j g
o | % & : : S
S : :
: o . e \ <
\ E 7 W ““W!‘W—QW:{_Z_ : : ;
q % Y v T . /‘.\ T = (’; n
N : \ 3 E Yy Y N \ / \Qﬁ\/\\/‘\ : H é
s N \ e T : ; X
\\ ; I[ » v \& l /7 W e e Wioy W e W 5 m !
< ~ | / e CONTROL POINT #71 ~_ e : 2z,
N - N:496756.89 £ 105 [ —
\ S~ o / E: 729481440 — \ |
e \ W | / | ELEV: 104.36' < =
\ Z | / / . 3
\ ® ¢ :
o O .
o / :
, \ 3
| 4
, o :

EXISTING SITE, DEMOLITION, TESC AND @
SURVEY CONTROL PLAN

|

|

CITY OF LINCOLN CITY
SPRING LAKE WATER PUMP STATION
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OVER-EXCAVATE

Vi

/
DL, 30 DBH

5 DL, 24" DBH

Dk, 20" DBH

\ DL, 20" DBH

TREE REMOVAL OUTSIDE OF

EXISTING CONSTRUCTION ZONE

PATHWAY

56" DBH, DEAD

25" DL, 22" DBH

20" DL, 13" DBH

PROTECT ROOT ZONE AREA WITH STEEL
PLATES OR ALTERNATE MEANS TO
MINIMIZE COMPACTION OF EXISTING SOIL
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STATION
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TREE REMOVAL AND
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EXISTING CONIFER TREE TO BE
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ROOT ZONE PROTECTION AREA

NOTE: SEE DWG NO. C03 FOR TREE REMOVAL AND PROTECTION NOTES.
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EXPIRES: 12/31/2027
SIGNED: 02/26/2026

CITY OF LINCOLN CITY
SPRING LAKE WATER PUMP STATION

TREE REMOVAL AND PROTECTION
PLAN

REVIEW

e

S &
<"_

N

g

=

m

o

=

0)
=
o
o
Ll
a
zlA
al| £
[72]
0|58
= Il 2
s 2| >
S| 5| W
b |
Omm

DESCRIPTION

SAVE DATE:  Feb 26, 2026
PLOTDATE: Feb 26, 2026

DATE

ENGINEER: TDS
REVIEWED: JAB
NO.

SCALE: SHOWN

OII 1II 2II
DRAWING IS FULL SCALE WHEN
BAR MEASURES 2"

DWG NO.: SHEET NO.:

C02 05 e




